AT A GLANCE:

Rated Capacity -- 30,000 pounds
Vertical Reach to 45' 7"
Horizontal Reach to 36'
Continuous Rotation

Deck Capacity -- 17,000 pounds
4-Wheel Steer

Hydraulic Outriggers

7' 11" Overall Height

ﬁ BRODERSON
Manufacturing Corp.

PO. Box 14770, Lenexa, KS 66285-4770
(913) 888-0606 « FAX (313) 541-0690
« FAX (913) 888-8431 (Sales)



IC-200-1B
All Capacities For 360° Rotation
Load | Booms Retracted Booms Extended 15' Boom Extension Installed
Radius On On On On On
Feet QOutriggers Rubber Qutriggers Rubber Qutriggers
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Capacities on outriggers are 85% of tipping loads. Capacities on rubber are 75% of
tipping loads. Capacities below bold line are limited by tipping. Other capacities are
limited by structural or hydraulic capability. Deduct 400 Ibs. with Boom Extension in
stowed position.

15 Ft. Boom Extension Angle Chart

Boom Ext. Main Boom Angle

OffsetAngle| 0° [ 15° | 30° | 40° [ 50° | 60° | 70°

00 s —— iS00S [ 400 mOTC0RE 4600, TE0DUE 15005

15° — 3000 3100 3300 3650 4250 5200 /

30° — — 3000 3050 3200 3450 3900
*Use 0° for straight boom extension.
The boom extension installed chart and the boom extension angle chart must
both be considered when using boom extension. The smaller capacity selected
between the two charts must be used.
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IC-200-2B

All Capacities For 360° Rotation

Load | Booms Retracted Booms Extended 15' Boom Extension Installed
Radius On On On On On
Feet Qutriggers Rubber Qutriggers Rubber Qutriggers
[ 30000 16000 30000
Sl 25000 13000 24000 7500 7500
10 | 19500 11000 19800 7500 | 7500
12 16000 | 8000 | 16000 7500 7500
| 14 | 13500 6200 12500 6000 7500
16 | . iaeemeswenon 9500 5000 7000
19 3700 7900 4000 6000
| 22 2800 7000 3000 5000
25 2200 6100 2400 4500
[ 28 | [ 100 | 5100 | 1900 4000
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Capacities on outriggers are 85% of tipping loads. Capacities on rubber are 75% of
tipping loads. Capacities below bold line are limited by tipping. Other capacities are
limited by structural or hydraulic capability. Deduct 400 Ibs. with Boom Extension in

stowed position.

15 Ft. Boom Extension Angle Chart

Boom Ext. Main Boom Angle

OfisetAngle| 0o [ 150 | 30° | 40° | 500 | s0° [ 70°
Qe —— | 3100 | 3450 3900 | 4650 | 6000 7500

15 —— | 3000 | 3100 3300 3650 4250 5200

30 — | — | 3000 3050 3200 3450 | 3900

*Use 0° for straight boom extension.

The boom extension installed chart and the boom extension angle chart must
both be considered when using boom extension. The smaller capacity selected

between the two charts must be used.
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